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A [mm] B [mm] C [mm] D [mm] E [mm] F [mm] G [mm]

ERP24-2 408 523 465 575 120 30 5 

ERP24-3 543 523 600 575 120 30 5 

ERP24-4 678 523 735 575 120 30 5 

ERP24-5 813 523 870 575 120 30 5 

ERP24-6 948 523 1005 575 120 30 5 
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DIDO ACT
ABS
RAL9003

650°C

 -25°C ... +60°C
AC400V
IEC 62208, IEC 60670-1, IEC60670-24


Technical data

Dimensions

Distribution boards DIDO ACT

Material
Color
Door styrene acrylonitrile
Color Transparent & white
Glow wire test
Terminal holder Self extinguish material (Glow wire test: 960°C)
Temperature
Rated voltage
Standard
Halogen free
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IP 65
II 
RAL 7035

IEC 60670-1, IEC 60670-24
-20° / +60°C
650°C

4-G 2x4     4 PE / 4 N 
8-G 2x8     8PE / 10 N
12-PT 2x10  10 PE / 10 N
24-PT 2x15  15 PE / 15 N
36-PT 2x15  15 PE / 15 N

A B C D E F Pde
ECH-4G 201 mm 128 mm 120 mm - 78 mm 111 mm 10W
ECH-8G 201 mm 202 mm 120 mm - 100 mm 140 mm 13W
ECH-12PT 259 mm 319 mm 144 mm - 210 mm 130 mm 16W
ECH-24PT 384 mm 319 mm 144 mm 125 mm 210 mm 255 mm 24W
ECH-36PT 508 mm 319 mm 144 mm 125 mm 210 mm 380 mm 26W

A [mm] B [mm] C [mm] D [mm] E [mm]

ACT12 310 251 96 96 219 30W

ACT24 310 377 96 219 222 40W

ACT36 310 502 96 219 347 60W

Technical data

Modular distribution board for use outside DIDO-ECH

Technical data
Degree of protection
Insulation class
Colour
Double insulation

Standard
Installation temperature
Glow wire test

Number of PE - N terminals:
4-G 2x4     4 PE / 4 N 
8-G 2x8     8PE / 10 N
12-PT 2x10  10 PE / 10 N
24-PT 2x15  15 PE / 15 N
36-PT 2x15  15 PE / 15 N

Dimensions

type Dimensions

Max. allowed power 
losses when Max. 
number of devices are 
installed

Dimensions

Max. allowed power 
losses when Max. number 
of devices are installed

ET
IB

O
X


